SIEENRUN Custom Design

B Explosion—-proof Camera m

= Technical data |B

SHR-TIR50-Ex
Human(1.8m x 0.5m) Vehicle(2.3m x 2.3m)

Monitoring | |
. Detection distance 1400m 4000m
distance
Recognition distance 1000m
NETD 0.05° C(Normal temperature)
Temperature
20" C~250° G
measurement
Accuracy +2° Cor 2%
* SHRTTIRETTES Focal lengtf
Thermal lens FOV 1.9° %3.06°
= Features 10
Detector type Uncooled Microbolometer Focal Plane Array (vox)
o Wi B h ,
With patent Ex—proof thermal imaging technology Sesolution 384 x 288, pixel 17um
¢ Adopti tainl teel material
® 384 x 288 uncooled thermal detector
: NETD
¢ With both surveillance and temperature measurement function etector
Frame
¢ Real-time display, optional sun—shade, |IP638, indoor and outdoor installation, all-weather use '
NUC Auto/Manual/Background correction
Image process DDE, pseudo color

Video output PAL/NTSC
Carrying capacity 20kg (Single side load)

Rotating Angle

Pan: 0°~ 360° continuous; tilt: +90°~ =90°

Pan—tilt

Rotating speed Pan: 0.1~45°/S; tilt: 0.1~45°/S

o

Auto temperature control =2 G= T PH%0

Protection |

20/
Alr pressure SOKPa~ 106KPa

Relative humidity < 95% (+25°C)
Power supply AC 85V~ AC 265V

Power
Rated current 1600MA
=xd Il CT6/DIP A20 TA, T6

= Effectdemo |B
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Physical features




